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TEMPORARY TRAFFIC CONTROL PLAN 

CONDITIONS OF APPROVAL 

 
1. Approval of a Temporary Traffic Control Plan (TTCP) is contingent upon 

compliance with the following conditions. Any serious or repeated violations of 

these conditions may result in the issuance of a Temporary Traffic Control 

Violation Notification, revocation of the TTCP, or other penalties to be assessed at 

the discretion of the City of Las Vegas. 

 

2. Prior to any setup (excluding full road closures), the traffic control company 

performing the setup shall provide 24 hour notification via the Citizen’s Portal 

https://www.lasvegasnevada.gov/Dashboard, excluding non-business days. 

 

3. Prior to any full road closure, the traffic control company performing the setup 

shall provide a 5 day notification via the Citizen’s Portal 

https://www.lasvegasnevada.gov/Dashboard, excluding non-business days. 

 

4. A letter of justification is required when submitting for a full road closure and/or a 

24 hour setup. 

 

5. All traffic control devices shall be set up by ATSSA or IMSA certified individuals. 

Setups shall be maintained a minimum of two times a day unless otherwise 

detailed in construction contract specifications. All Employees ATSSA or IMSA 

certification number shall be provided to the City of Las Vegas before a work zone 

is set-up. Certification cards shall be made available upon request. 

 

6. In the event of substandard performance or repeated violations, the City of Las 

Vegas may revoke the option for a contractor to self-perform temporary traffic 

control at any time.  

 

7. Contractors shall maintain a printed or electronic copy of the approved TTCP and 

Conditions of Approval on site at all times.  

 

8. Contractors shall maintain access to residents, businesses and emergency 

vehicles at all times. Contractor shall notify all affected residents and business a 

minimum of 3 business days prior to beginning work. Access is to be detailed on 

the TTCP and may be adjusted in the field for existing or changing conditions. 
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9. Any conflicting signs shall be covered with an approved cover for the duration of   

construction. At no time will tape be placed on any sign face. The sign covers 

shall be inspected and maintained daily. This may include traffic signal controlled 

pedestrian indications. 

 

10. All TTCP’s shall identify all school zones within a quarter mile radius of the work 

area. The Contractor shall be responsible for maintaining school crossings and 

school related signs and pavement markings. Work hours around schools will 

vary depending on bell times. 

 

11. If required, the contractor shall place “No Parking” signs 72 hours in advance to 

cover the work zone. The contractor shall notify residents and businesses 72 

hours in advance of any proposed parking restrictions. 

 

12. All temporary traffic control devices shall be removed within 24 hours of job 

completion or inactivity. Any devices left in the right of way shall be neatly stowed 

or remove to not cause a hazard to pedestrians, bicycles or vehicles. 

 

13. Type I barricades shall only be used for mounting signs.  

 

14. Contractors shall maintain a safe ADA/PROWAG compliant pedestrian route at all 

times in and around the work zone. Existing pedestrian and bicycle routes or trails 

shall be maintained or detoured as required by the City of Las Vegas. If the 

pedestrian or bicycle traffic is being detoured, the detour route shall be detailed in 

the TTCP. Typical drawings will not be accepted.  

 

15. When required by the City of Las Vegas, the contractor shall provide certified 

flaggers to assist with pedestrians. Flaggers shall stop pedestrians until area is 

safe and then assist them through the work zone.    

 

16. Contractors shall notify the Traffic Signal Shop a minimum of 3 business days 

prior to setup when working near a signalized intersection via 

https://cityoflasvegas.formstack.com/forms/trafficcontrol. 

 

17. Contractors shall maintain RTC transit stops at all times. Contractor shall contact 

and coordinate with RTC Transit (702-228-7433) a minimum of 3 days prior to 

setup when work area impacts existing transit stop. 
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18. All temporary traffic control devices shall conform to the current Manual on 

Uniform Traffic Control Devices (MUTCD), Clark County Uniform Standard 

Drawings and Specifications for Public Works Construction, and Federal Highway 

Administration (FHWA) requirements. 

19. Any traffic control device found not meeting the standards of acceptable 
conditions as required in section 6F of the MUTCD may be marked by City staff 
using water soluble material. These devices shall be removed and serviced by the 
Traffic Control Company within 24 hours. 
 

20. All excavations within the right-of-way shall conform to the requirements of the 

Uniform Standard Specifications for Clark County, Section 624.03.75. 

 

21. Installation of barrier rail shall conform to the Uniform Standard Drawings for 

Public Works Construction, Clark County Area DWG. NO. 602. 

 

22. Use of temporary portable stop/yield signs shall not exceed 2 calendar days. After 

2 days, the stop/yield sign shall be mounted on an approved post and install into 

the ground. At no time shall a stop/yield sign be mounted on any type of a spring 

stand. 

 

23. All signs shall be firmly attached to a removable base to prevent being easily 

pulled out or blown over. 

 

24. All devices with detachable bases shall be properly stabilized with a minimum of 4 

sandbags or approved ballast. 

 

25. Utility Work Ahead (W21-7) signs shall be used for any type of utility work and 

Road Work Ahead (W20-1) signs shall be used for all other road work. 

 

26. No lighting device of any type shall be attached to any traffic cone, regardless of 

the size. 

 

27. All devices shall be marked with the company’s name and telephone number in 2 

inch non-reflective letters. 
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28. Verbal approvals will not be given for any setup. If an emergency occurs, the 

Contractor/Traffic Control Company shall notify the City of Las Vegas via email at 

trafficcontrolplans@lasvegasnevada.gov and submit a TTCP by noon on the next 

business day. No other TTCP for the Contractor/Traffic Control Company will be 

reviewed until this emergency TTCP has been submitted and reviewed. 

 

29. Contractors shall maintain a minimum 10 foot wide, dust free lane in each 

direction unless otherwise noted. 

  

30. When contractors work areas are in close proximity to each other, they shall 

coordinate with each other to avoid conflicts. 

 

31. Under no circumstances will travel on a temporary gravel surface be permitted for 
longer than 15 calendar days. Temporary gravel surfaces shall be graded, watered 
and maintained at all times to provide a smooth dust free traveled surface.  All 
temporary detours and/or bypasses that are expected to be in service for more than 
15 calendar days shall be hard surfaced with a minimum of 1-1/2 inches of AC 
pavement and maintained in a smooth and usable condition at all times for the 
duration of the detour and/or bypass. 

 
32. Project signs shall be placed on all setups after 72 hours per City of Las Vegas 

requirements. 

 

33. Any parking meters denied access by any portion of a setup shall be paid for and 
bagged. Contractor shall contact City of Las Vegas Parking Enforcement 702-229-
1035 or parkingenforcement@lasvegasnevada.gov to make arrangements a 
minimum of 72 hours prior to setup. 

 
34. Pedestrian sidewalk closures may require physical barriers (i.e. Type III 

barricades, rail, etc.) to ensure pedestrian safety and compliance with the closure.  
 

35. Under no circumstances shall a TTCP be used in place of a Building Permit. 
 

36. Flaggers operating within 300’ of a signalized intersection shall not suggest or 
direct a motorist or pedestrian to disobey a traffic control device per Nevada 
Revised Statue 484B.300 - Obedience to devices for control of traffic; exceptions; 
placement of devices; additional penalty for violation committed in work zone or 
pedestrian safety zone. 

 
37. A subcontractor shall be permitted to use an approved TTCP issued to the prime 

contractor, provided the subcontractor is named on the TTCP or the permittee has 
a representative on site at all times. A violation of this condition may result in the 
issuance of a Traffic Control Violation Notification, revocation of the TTCP, or 
other penalties to be assessed at the discretion of the City of Las Vegas. 
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38. When used, Temporary Steel Plate Bridging shall conform to the requirements of 
the Uniform Standard Specifications for Clark County, Section 208.03.21(F).   

 
39. Contractor shall maintain an active TTCP when temporary steel plates are within 

the City of Las Vegas right of way.  
 

40. Arrow boards in chevron mode shall be used for all travel lane closures on multi-
lane roadways, including bus lanes.   

 
41. All tapers in a night time or 24 hour temporary traffic control setup shall have 

Type C Steady-Burn warning lights mounted on Type II Barricades or Drums. 
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SECTION 101  

DEFINITIONS AND TERMS 

 

101.01 ADA  

A. The Americans with Disabilities Act 

 

101.02 ATSSA  

A. American Traffic Safety Services Association  

 

101.03 BICYCLE  

A. A pedal-powered vehicle upon which the human operator sits. 

 

101.04 CONTRACTOR 

A. The person, firm, partnership, corporation, permittee, subdivider, or other entity who has 

entered into a contract or agreement with the Contracting Agency. Where work is done 

under permit issued by the Contracting Agency, the permittee shall be construed to be 

the Contractor. Also, a subdivider who does land development and other work under 

contract with the Contracting Agency. 

 

101.05 DETOUR  

A. A temporary route for traffic around a closed portion of road. 

 

101.06 EMERGENCY  

A. An occurrence or set of circumstances that involve actual or imminent trauma or 

property damage which demands immediate action.  

 

101.07 EMERGENCY WORK  

A. Work performed by the owner or operator of a utility, by any government entity, or by 

persons authorized to perform work within the City of Las Vegas rights-of-way that must 

be performed in order to not compromise the health, safety and welfare of the public. 

 

101.08 FHWA 

A. Federal Highway Administration 

 

101.09 FLAGGER 

A. A person who actively controls the flow of traffic into and/or through a temporary traffic 

control zone using hand-signaling devices 
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101.10 HIGHWAY 

A. A general term denoting a public way for purposes of vehicular travel, including the 

entire area within the right-of-way. 

 

101.11 IMSA 

A. International Municipal Signal Association 

 

101.12 INTERSECTION 

A. The area embraced within the prolongation or connection of the lateral curb lines, or if 
none, the lateral boundary lines of the roadways of two highways that join one another 
at, or approximately at, right angles, or the area within which vehicles traveling on 
different highways that join at any other angle might come into conflict. 

B. The junction of an alley or driveway with a roadway or highway shall not constitute an 
intersection, unless the roadway or highway at said junction is controlled by a traffic 
control device. 

C. If a highway includes two roadways that are 30 feet or more apart (see definition of 
Median), then every crossing of each roadway of such divided highway by an 
intersecting highway shall be a separate intersection. 

D. If both intersecting highways include two roadways that are 30 feet or more apart, then 
every crossing of any two roadways of such highways shall be a separate intersection. 

E. At a location controlled by a traffic control signal, regardless of the distance between the 
separate intersections as defined in (c) and (d) above: 

a. If a stop line, yield line, or crosswalk has not been designated on the roadway 
(within the median) between the separate intersections, the two intersections and 
the roadway (median) between them shall be considered as one intersection; 

b. Where a stop line, yield line, or crosswalk is designated on the roadway on the 
intersection approach, the area within the crosswalk and/or beyond the 
designated stop line or yield line shall be part of the intersection; and 

c. Where a crosswalk is designated on a roadway on the departure from the 
intersection, the intersection shall include the area extending to the far side of 
such crosswalk. 

 

101.13 LETTER OF JUSTIFICATION 
A.  A detailed description written to justify a request for a specific item or service. 

 
101.14 MUTCD 

A. Manual of Uniform Traffic Control Devices 
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101.15 PEDESTRIAN 
A. A person on foot, in a wheelchair, on skates, or on a skateboard. 

 
101.16 PROJECT 

A. The specific improvement to be constructed together with all appurtenances and 
construction to be performed thereon at the prices quoted. 
 

101.17 PROWAG 
A. Public Rights-of-Way Access Guidelines 

 
101.18 RIGHT-OF-WAY 

A. A general term denoting land, property, or interest therein, usually in a strip, acquired for 
or devoted to a highway or other improvements. 
 

101.19 ROAD 
A. A general term denoting a public way for purposes of vehicular travel, including the 

entire area within the right-of-way. 
 

101.20 ROADWAY 
A. The portion of a highway within limits of construction. 

 
101.21 SIDEWALK 

A. That portion of the roadway primarily constructed for the use of pedestrians. 
 

101.22 SPECIFICATIONS 
A. The directions, provisions, and requirements contained in the Standard Specifications 

and supplemental specifications as modified by the Special Provisions. Whenever the 
term "these specifications" is used in this book, it means the provisions set forth in this 
book. 
 

101.23 STREET 
A. A general term denoting a public way for purposes of vehicular travel, including the 

entire area within the right-of-way. 
 

101.24 TEMPORARY TRAFFIC CONTROL PLAN (TTCP) 
A. A plan to be used for facilitating road users (drivers, bicyclists, and pedestrians, which 

includes people with disabilities) through a work zone or an incident area. 
 

101.25 TRAFFIC  
A. Pedestrians, bicyclists, ridden or herded animals, vehicles, streetcars, and other 

conveyances either singularly or together while using for purposes of travel any highway 
or private road open to public travel. 

  




